
MA2-18NXD0-I 

MA-18N8D0-O

Ph-V-Hz 220-240V,1Ph,50Hz

Btu/h 17700(6524-20977)

kW 5.2(1.91-6.14)

W 1630(649~2068)

A 7.1(0.8~10.3)

Btu/h 19000(3552-23600)

kW 5.57(1.04-6.91)

W 1538(254~2320)

A 6.7(0.9~10.5)

W/W 6.6

W/W 4.0

Racire A++

Incalzire A+

Tip ROTARY

Brand GMCC

Debit de aer (Hi/Mi/Lo/SL) m3/h 860/690/560

Presiune sonora (Hi/Mi/Lo/SL) dB(A) 43/36/30/22

Nivel de zgomot dB(A) 58

Dimensiune (L*A*H) mm 958x223x302

Ambalaj (L*A*H) mm 1035x305x380

Greutate Kg 10.3/13.3

Presiune sonora dB(A) 56.5

Nivel de zgomot dB(A) 65

Dimensiune(L*A*H) mm 800x333x554

Ambalaj  (W*D*H) mm 920x390x615

Greutate Kg 34/36.7

Tip R32

GWP 675

Cantitatea incarcata Kg 1.00

Lichid / Gaz mm(inch) Φ6.35(1/4‘’)/Φ12.7(1/2‘’)

Lungime maxima de traseu m 30

Diferenta maxima de nivel m 20

5*1.5(Optional)

Temperatura de 

functionare
Racire/Incalzire ℃ -15～50/-15～30

Min. m2 24

Max. m2 35

SEER

Unitate interna

Unitate externa

Alimentare

Capacitate Racire

Putere alimentare

Curent nominal

Capacitate Incalzire

Putere alimentare

Curent nominal

Cabluri conexiune

Suprafata 

Clasa energetica

SCOP

Compresor

Unitate interna

Unitate externa

     Refrigerant          

Traseu


